
Covert Professional Cameras

Description
This realistic motion detector camera is for viewing images in a home
or office without allowing anyone to know they are being monitored. 
The ICR PIR is easy to install and integrated into a ICR DVR system. It
comes with a pinhole 3.7mm lens and a 1/4" Sharp CCD Sensor.

NOTE - This is not an actual working motion detector

New Fire Sprinkler Camera with 
3.7 Pinhole Lens 500 lines High Res.

ICR-PIR Color Motion Detector Camera

ICR-FSC ( Fire Sprinkler Camera )

Specifications   ICR - PIR

Video System: PAL or NTSC
Sensor: 1/4" Sony Color CCD
Resolution: 420 TVL
Lens: 3.7mm Pinhole Lens
Video Output: BNC, 1.0 Vp-p, 75 Ohm
Min. Illumination: 1 Lux
S/N Ratio: > 50 dB
AES: 1/50~1/100,000s (PAL) 1/60 ~ 1/120,000s
Power: 12 VDC

Specifications   ICR - FSC

Image Sensor: 1/3" SONY CCD 

Picture elements: EIA/NTSC: 512 H x 492 V - CCIR/PAL: 512 H x 582 V 

Horizontal resolution: 500 TVL 

Minimum Illumination: 0.1 Lux 

Horizontal Sync. frequency: EIA//NTSC: 15.734 KHZ - CCIR/PAL: 15.625 KHZ 

Vertical frequency : EIA//NTSC: 60 HZ - CCIR/PAL: 50 HZ 

Clock frequency: EIA//NTSC: 19.0699 MHZ - CCIR/PAL: 18.9375 MHZ

Lens: Pinhole Lens 3.7mm 

Video output: 1Vp-p, 75 Ohms

Gamma: 0.45 

Power supply: DC12V 

Power Consumption: 150 mA 
Storage Temperature: -30¡C ~ 60¡C

( -22 to 140¡F)
Operation Temperature: -10¡C ~ 45¡C

( 14 to 113¡F)

Description
This realistic smoke detector camera is for viewing images in a
home or office without allowing anyone to know they are being
monitored.

The ICR smoke is easy to install and integrate into an ICR DVR
system. It comes with a pinhole 3.6mm lens and a 1/4" Sony
color CCD Sensor.

NOTE - This is not an actual working smoke detector

Color ÔSmoke DetectorÕ Camera

Specifications   ICR Ð SMOKE

TV System: PAL/NTSC

Image Sensor: 1/4" Sony Color CCD

Resolution: 420 TVL

Effective Pixel: 270K

Min Illumination: 1 Lux

S/N Ratio: > 50dB

Electronic Shutter: 1/50~1/10000s (PAL), 

1/60~1/12000 (NTSC)

Video Output: BNC 1.0V p-p 75 Ohm

Power Supply: 12VDC

Lens: 3.6mm

Product appearance and specifications are subject to change without prior notice. 
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