
Professional Cameras

Description
This is ICRÕs most versatile camera. It can be used in almost any
application, indoor or outdoor. It is IP55 and fully weather and crush
resistant. It possesses the latest in IR (infra-red) technology, with its
blue long range IRs capable of seeing in 0 lux up to 50 feet. 

It has a built in audio microphone,easy top or bottom mount as well as
a removable sun shield. The ICR IR-150 comes with a Sony 1/3 inch
high res sensor that provides 480 lines of resolution and a 3.6 mm
fixed lens. 

Features:
IP55 Weatherproof Standard 
Water, Dust and Crush Resistant Glass Coating 
Built-in Weatherproof audio Microphone 
Long range IR LED Automatically Illuminates in dark 
1/3" Sony Sensor 
3.6mm fixed Lens 
480 TV Lines 
Tri-axis mount (top or bottom mount)
Includes Power Supply
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Features:
1/3 CCD 420 TVL 0.1LUX 
2.5-9mm Varifocal Lens
DC12V / 150mA
Bracket Included
Adjustable Focus / Zoom
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ICR 2.5-9 Wide Angle Bullet Camera w/Bracket

Specifications  ICR IR150 
Video Output: Composite 1.0Vp-p at 75ô 
Resolution: 480 TV Lines 
Dimensions: 3.0" (L) x 2.1" 
Net Weight: 10.6 oz. ~ 19.4 oz. 
Image Sensor: 1/3" Sony Sensor CCD 
Signal Format: PAL/NTSC
Lens: 3.6 MM Fixed
S/N Ratio: >48dB 
Auto Shutter (AES): 1/60~1/20,000 sec. 
Gamma Correction: 0.45 
White Balance: Auto 3200~10000¡K 
Sound: Built in audio mic
Operating Temp: -20¡ C to 50¡ C (-4 to 122¡F)

Specifications  ICR 2.5-9
Type: Color Indoor/ Outdoor
Pick-up device: 1/3" CCD image sensor 
Picture elements: EIA//NTSC: 512 H x 492 V - CCIR/PAL: 512 H x 582 V
Horizontal resolution: 420 TVL 
Minimum Illumination: 0.1 Lux 
Horizontal Sync. frequency: EIA//NTSC: 15.734 KHZ - CCIR/PAL: 15.625 KHZ 
Vertical frequency: EIA//NTSC: 60 HZ - CCIR/PAL: 50 HZ 
Clock frequency: EIA//NTSC: 19.0699 MHZ - CCIR/PAL: 18.9375 MHZ 
Lens: 2.5mm ~ 9mm 
Video output: 1Vp-p , 75 Ohms 
Power supply: DC12V (+/_) 0.5V 
Power Consumption: 150 mA 

Storage Temperature:  -30 to 60¡C (-22 to 140¡F) 
Operating Temperature:  -10 to 45¡C (14 to 113¡F) 

ICR IR150 w/1/3 Sony Sensor

Product appearance and specifications are subject to change without prior notice. 
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